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8-inch Accessory Drawer 
 
The 8 inch deep accessory drawers are mounted on roller bearing slides for ease of operation and 
access. The drawers are retained by a spring-loaded slam latch on the left side of the drawer. 

 
NOTE 

 Vault Door removed for clarity 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Opening and closing the 8-Inch accessory drawer 
 

1. Grasp the drawer handle with one hand to control the drawer. 
2. Pull the spring-loaded slam latch to the right to release the drawer. 
3. Pull the drawer to the full out position to gain access to the contents of the drawer. 
4. Grasp the drawer handle and push the drawer until the slam latch is engaged in  
      the fully closed position. 

 
    WARNING 

 
 
 
 

 
Keep fingers and hands on the drawer handle when opening or closing the drawer.  

Ensure the drawer slam latch is firmly latched; failure to do so may cause injury. 
 
 
 
 
END OF WORK PACKAGE
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OPERATOR INSTRUCTIONS  
FPU SYSTEMS OPERATION MANUAL 

(INCLUDING REPAIR PARTS & ACCESSORIES) 
FOR 

STANDARD AND SPECIALIZED FPU MODULES 
BOH FPU Field Pack-up Units 

OPERATION OF FPU FLAMMABLE/CORROSIVE MODULE 
 
 

FLAMMABLE/CORROSIVE MODULE 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                      Door removed for clarity 
 

The Flammable/Corrosive Module is designed to be interchangeable; therefore, it may be inserted into 
any of our FPU-8 and FPU-20 series containers.  
It is approved for air transport aboard USAF C-130, C-5, and C-17 aircraft with or without the FPU 
container and is constructed to meet NFPA 30 and 29CFR requirements for flammable / corrosive 
material storage. Dual wall construction with all steel exterior and spark resistant aluminum interior, 
continuous welded drawers and floor area provide containment in the event of leaks.  

 
FLAMMABLE/CORROSIVE MODULE SAFETY FEATURES 
a. Two ground bolt connections with One ½” braided ground cable 
b. Non metallic no-spark rear and side rub strips 
c. Door pressure vent valve 
d. Top and bottom capped openings 
e. Non metallic no-spark drawer slides 
f. Material containment nets and continuous welded drawers 
g. Drawer retaining bar and door seal 
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Module Data Tag Location 
 
The Flammable/Corrosive Module data tag (1) is located at the rear bottom right corner of the module (2).  
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WARNING 
 
 
 
 
 
 
 
The Flame Locker module is designed to store and transport flammable and 
corrosive or explosive materials. Consult DOD 60055.9-STD Chapter 7 
Grounding Procedures and DOD 4145.19-R-1 Storage and Handling Material 
Hazardous Commodities, prior to storage or transportation of materials. Flame 
Locker ground connection are required for safe operation.  
 

Ground Connections 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The FLAME/CORROSIVE MODULE (1) is provided with a ½” flat braided copper ground strap (2) bolted 
to the frame located on the front of the locker. 
There is a ground connection bolt washer and nut (3) located on the left side at the bottom of the locker. 
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FLAME/CORROSIVE MODULE SAFETY FEATURE 

 
Non-Metallic Rub Strips 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Non-metallic rub strips are provided on the top left edge (1), lower right edge (2) and the back (3) to 
prevent sparking from metal to metal when loading or unloading the Flame/Corrosive module.  
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FLAME/CORROSIVE MODULE SAFETY FEATURE 
 
 

Door Pressure Vent Valve 
 

Next to the door handle (1) there is a barometric pressure vent type valve (2) that permits the venting and 
equalization of internal air pressure when the Flame/Corrosive Module has been stored in a hot, cold or 
aircraft pressure environment. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Prior to opening the door, equalize the internal pressure by pulling the valve ring and rotate it to hold the 
valve (2) in the open position. 
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FLAME/CORROSIVE MODULE SAFETY FEATURE 
 

Top and Bottom Capped Volatile Gas Vents.  
 
The capped gas vents (1) are used to evacuate potential volatile gasses to the outside of a storage 
facility. 

WARNING 
 
 
 
 
 
 
 
The Flame Locker module is designed to store and transport flammable and 
corrosive materials. Consult DOD 60055.9-STD Chapter 7 Grounding 
Procedures and DOD 4145.19-R-1 Storage and Handling Material Hazardous 
Commodities, prior to storage or transportation of materials.  
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FLAME/CORROSIVE MODULE SAFETY FEATURE 

 
Non-Spark Drawer Slides 

 
 

The drawer slides (1) mounted to the aluminum interior are provided with non-metallic strips (2) to insure 
spark prevention. The strips are used as a slide bearing surface for the drawers. 
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FLAME/CORROSIVE MODULE SAFETY FEATURE 
 
Material Containment Nets and Continuous Welded Drawers 
 
The five drawers (1) are continuous welded to contain spillage. The drawers are secured with a 
containment bar (2) with a securing pin (3). The Module is provided with two sizes of containment nets (4) 
with non-metallic strap clips (5) to secure material during transportation.  
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OPERATOR INSTRUCTIONS  

FPU SYSTEMS OPERATION MANUAL 
(INCLUDING REPAIR PARTS & ACCESSORIES) 

FOR 
STANDARD AND SPECIALIZED FPU MODULES 

BOH FPU Field Pack-up Units 
OPERATION OF FPU BULK STORAGE/SHIPPING MODULE 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The FPU BULK MODULE system is designed to store and ship bulk materials. Shelves and battery 
storage bins come in 75% extension slides and have maximum capacities of 1,000 lbs.  Cargo nets are 
provided to retain material during transportation. 
 Our FPU BULK MODULE may be inserted into any of our FPU-8 and FPU-20 series containers.  

 
WARNING 

 
 
 
 
 
 
Always operate one shelf at a time and return and secure the shelf before operating another one. Ensure 
the shop blot lever is engaged and the shelf will not roll free, failure to do so may cause damage or injury. 
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Module Data Tag Location 
 
The Bulk Storage Module data tag (1) is located at the rear bottom of the module (2).  
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FPU BULK STORAGE/SHIPPING MODULE 
 
The FPU BULK MODULE is basically the hull with optional shelves that can be easily installed to fit 
storage and transport needs. The Trays and Bins can be easily repositioned for various height 
requirements. The trays can be easily adapted to an 8 inch depth bin with a simple adapter kit.   
 

There are four standard FPU Bulk Module styles available. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Configuration #1  
Three Shelves 

Configuration # 3 
Three Shelves 8” Deep 

Configuration #2 
Two Shelves

Configuration # 4 
Two Shelves 8” Deep 
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Shelf Retaining Shop Bolts and Stop Cams 
 
The drawers are retained by two left and right spring loaded shop bolt against a front stop cam. 

1. To pull the shelf (1) out raise and rotate the left and right shop bolts (2) until the pin (3) is 
engaged in the retaining slot and remains in the up position. 

2.  Once the shelf cams (4) are past the shop bolts (2).   
3. Rotate the shop bolts (2) allowing them to freely ride on the shelf rail between the front  (4) and 

rear cams (5).  
4. Pull the shelf (1) to the full out position until the rear cams (4) engage the shop bolts (2) this will 

prevent the shelf from rolling back.  
5. To return the shelf (1) raise both shop bolts (2) and engage the pins (3) until both shop bolts (2) 

are past the rear cams (5) and release both shop bolts (2). 
6. Push in the shelf (1) until the shop bolts (2) ride over the front cam (4). 
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FPU Bulk Module Hull 
 
The FPU Bulk Module has a sturdy hull (1) with a base with fork pockets, side frames, that have mounting 
holes for repositioning shelves and top and back cross bars for stability. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTE 
The hull (1) is provided with a rear securing bracket (2) on the right side to connect bulk modules back to 
back using the existing hull hardware. 
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Back to Back Connection 
 

WARNING 
 
 
 
 
 
 
In a warehouse setting, connect two FPU Bulk Modules (1) back to back with the securing brackets (1) on 
the right rear to ensure a stable operating platform and prevent tipping of the unit. Always operate one 
shelf at a time and return and secure that shelf before operating another one. Ensure the shop blot lever 
is engaged and the shelf will not roll free, failure to do so may cause damage or injury. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
NOTE 

Each hull is provided with one rear securing bracket (1) on the right side to connect bulk modules back to 
back using the existing hull hardware. 
 
 
 
 

1 
1 

Module #1 Module #2 
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Shelf, Roller Hull and Side walls 
 
The shelves (1) are on roller bearings within a roller frame (2). So the shelves can be mounted in various 
positions. There is a kit with mounting brackets and side walls (3) to create a depth of 8 “  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WARNING 

 

 

 

When storing batteries consult: 
FEDERAL SPECIFICATION BATTERIES, STORAGE, INDUSTRIAL, AUTOMOTIVE,  

PPP-B-140C March 1, 1993 
 
 

END OF WORK PACKAGE 
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OPERATOR INSTRUCTIONS  
FPU SYSTEMS OPERATION MANUAL 

(INCLUDING REPAIR PARTS & ACCESSORIES) 
FOR 

STANDARD AND SPECIALIZED FPU MODULES 
BOH FPU Field Pack-up Units 

 
FPU TRICON CONTAINER ADAPTER 

 
 
The FPU TRICON Adapter is designed to modify TRICON Containers to allow the installation of FPU 
Modules. The installation of the FPU TRICON Adapter requires no drilling or welding through use of existing 
TRICON cargo tie-down rings/fixtures. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TRICON CONTAINER 

FPU ADAPTER 
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TRICON STORAGE BRACKETS 
 
 

 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

NOTE 
 There are several manufactures of TRICONs. Some models have one container connector storage 
bracket mounted to the inside of one door (one side of the container) and some models have two (one on 
both sides of the container). For models that have only one storage bracket and when installing only one 
pair of adapters insure the adapters are installed on the side that do not have these brackets. When 
installing two pair of adapters or for models that are equipped with two storage brackets (one each side) 
the brackets will have to be removed to prevent interference with the FPU Storage Modules. TRICON 
connectors may be stored within the container. 
 
 
 
 
 
 
 
 
 
 
 
 
 

TRICON CONNECTOR STORAGE BRACKETS 
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INSTALLING THE TRICON ADAPTERS 
 

WARNING 
 

 
 
 
Use proper lifting techniques when lifting the TRICON Adapter. Use work gloves when handling the 
Adapter. Never use fingers to align the bolt holes. Ensure the there is proper footing when or moving 
lifting or positioning the Adapter. 
 

1. Using two personnel lift the first FPU Adapter and place it on the right side of the 
container with the red release handle facing outward. 

 
 

 
 
 

2. Using two personnel lift the second FPU Adapter and position on the left of the first adapter 
with the red handle facing outward. 

  
 
 
 
 
 
 
 
 
 
 
 
 

3. Ensure the metal strip of the left hand adapter is positioned and overlapping the right hand 
adapter. 

4. With a metal rod or bar align all the bolt holes. 
 
 
 
 
 

RED RELEASE HANDLE 

OVERLAP STRIP 

RIGHT ADAPTER 

LEFT ADAPTER 
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CONNECTING THE SECOND ADAPTER 
 

5. Place the connecting U bracket over the overlapping adapters. 
6. Align the bracket hole and place the bolt and flat washer in the second bolt hole. 
7. Place the flat washer, lock washer and nut underneath finger tight on the bolt. 
8. Place the rear U bracket over the second bolt at the rear of the adapters and insert the bolt 

nut and washers finger tight.  
 
 
 
 
 
 
 
 
 
 
INSTALLING THE SECOND PAIR OF ADAPTERS 
 

NOTE 
     When installing the second pair of adapters the rear connector hardware 

                           must be removed until the adapters are in position.  
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

1. Repeat the U bracket steps number 1 through 8 on the second pair of adapters. 
2. When the second pair of adapters has been place in position reinstall the hardware finger 

tight. 
 
 
 
 
 

REAR CONNECTER HARDWARE 

U BRACKET 
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POSITIONING THE TRICON ADAPTERS 
 

1. Position all of the connected adapters equidistant from the side wall of the TRICON 
Container. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
2. Position each of  the front corners of the adapters at least 2” inside the front door edge  

                   to permit the door to close. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Once the adapters are in position tighten the rear connecter bolts with a ¾” open end wrench.  
                    See page 0009 00-12          
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SECURING THE TRICON ADAPTERS 
 
The adapters are secured to the TRICON containers that have welded floor rings by means of an 
adjustable J hook device. 

NOTE 
Eight J bolts are required when installing four adapters 

 
 
 
 

 
 
 
 
 
 
 
 
 

1. When installing the J hook bolts select a hole to tilt the device about 20 to 30 degrees  
                    toward the center. 

2. Feed each J hook bolt through the hole engaging the ring and place the hillside washer, flat 
washer adjustment nut and Jam nut on the bolt finger tight.  

 
 
 
 
 
 

 
 
 

 
 

 
 

 
 
 
 
 

 
 

 

ADJUSTABLE J HOOK BOLT AND WELDED 
FLOOR RING 

J HOOK BOLT 

20 TO 30 DEGREES 

HILLSIDE WASHER 

JAM NUTS AND WASHER 
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SECURING THE TRICON ADAPTERS 
NOTE  

For those TRICON containers without floor rings, Hook Plates  
                    are provided to attach to the side wall brackets. 

 
 
 

 
 

 
 

 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 

 
 

 
 

1. Feed each J hook bolt through the hole engaging the hook plate to side wall brackets and 
place the hillside washer, flat washer adjustment nut and Jam nut on the bolt finger tight.  

2. Progressively tighten each adjustment nut on all J Bolts until the adapters are secured in 
place, and then tighten the jam nuts to prevent the J Bolts from loosening. 

 
 
 
 
 
 
 
 

HILLSIDE WASHER 

ADJUSTMENT NUT AND WASHER 

J HOOK BOLT 

HOOK PLATE 

JAM NUT 
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SECURING THE TRICON ADAPTERS 
 

After all the adapters and hardware has been installed, the Jack Bolts need to be engaged to create 
tension and prevent slack and movement between the adapters. 

 
 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 

 
 
 

 
 
 
 

 
 
 

1. With a ¾” open end wrench adjust each of the jack bolts with a counter clockwise rotation. This 
will create apposing tension between the adapters. 

2. With the ¾” open end wrench tighten the Jam nut to prevent the jack bolts fro coming loose. 
 
 
 
 
 
 

APPOSING TENSION 
JAM NUT 

JAM NUT 

JACK BOLT 
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ECURING THE TRICON ADAPTERS 
 

1. Once all the jack bolt jam nuts are tightened tighten all the U bracket bolts with a ¾” open 
end and a ¾” socket and ½” drive ratchet. 

 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 

2. Check all hardware, J bolts, rear connecter bolts, U bracket bolts with a ¾” wrench to ensure 
that they are tight and there is no movement of the adapters. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

JAM NUT 

U  BRACKET AND HARDWARE 
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LOADING THE TRICON ADAPTERS 

    WARNING 

 

 

 

 

Ground guides and the HME operators must maintain direct line of sight 
and insure that personnel are clear of the containers during this 
operation. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CAUTION 
 
Verify that the module is properly seated and the red handle on the module-locking arm is pushed in 
completely to its closed and locked position.  See WP 0007 00-6 

 
 
 

END OF WORK PACKAGE 
 
 
 
 



  0012 00 

0012 00-1 

OPERATOR INSTRUCTIONS  
FPU SYSTEMS OPERATION MANUAL 

(INCLUDING REPAIR PARTS & ACCESSORIES) 
FOR 

STANDARD AND SPECIALIZED FPU MODULES 
BOH FPU Field Pack-up Units 

 
MODULE OPERATION UNDER UNUSUAL CONDITIONS 

 
 
INITIAL SETUP: 
FPU Downloaded and Operating 
Maintenance Level Personnel Required 
Operator/Crew Two (plus one supervisor) 
 
OPERATION UNDER UNUSUAL CONDITIONS 
 
This work package provides instructions for the operation of the FPU modules under unusual conditions.  
These include adverse weather, nuclear, biological and chemical attack, and emergency blackout 
conditions. 
 
Operation in Rain and/or Mud 
 
1. Provide an adequate drainage ditch to prevent standing water around the FPU modules. 
 
2. Secure all accessories and container during extremely harsh rain. 
 
Operation in Hot Weather 

 

Operation in Snow, Ice, or Extreme Cold 

 
WARNING 

 
 
 
 
 

In extreme cold, do not touch metal parts with bare hands.  Severe skin damage may 
result. 

 
 
Fording  
 
The FPU modules are not watertight.  They should never be submerged in any depth of water or material 
damage may result.  When mounted on a trailer or truck, hard-bottom water crossings should be no 
deeper than approximately two feet can be forded.  When in doubt, refer to Unit Standard Operating 
Procedures. 
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Interim Nuclear, Biological, and Chemical (NBC) Decontamination Procedures 
 

WARNING 

 
The FPU modules are NOT designed to be operated in contaminated NBC environments.  Do not operate 
the FPU in contaminated NBC environments.  If possible, cease operation of the FPU modules prior to an 
NBC event and close all doors. 
 
 
 

 
 
END OF WORK PACKAGE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


