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    WARNING 

Removal of the stop bolts front (1) or rear (2) will allow the shelves to roll out of the hull. This may 
result in damage, injury or death. Only remove the stop bolts when removing a shelf or 
repositioning a shelf. 

 
3. Remove the front stop bolts (1) left and right. 
4. With assistance remove the inner tray assembly (2) of the shelf and place it aside.  
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5. Remove the rear stop bolts hardware left and right. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

6. Remove the slide rack (2) from the front of the hull and put it aside. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

    WARNING 

Removal of the stop bolts front (1) rear (2) will allow the shelves to roll out of the hull. This may 
result in damage, injury or death. Only remove the stop bolts when removing a shelf or 
repositioning a shelf. 
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7. Remove the drawer slide  assembly (1) left and right by removing the six  

             mounting bolts washers and nuts  (2). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

8. Reposition the left and right drawer slide assembly (1) to the desired holes in the hull (3) and 
insert and retighten the six  nuts and bolts (2) 

9. With stop hardware (5) removed, insert the slide rack and guide the four bearings (6) into the 
outside track (7) of the slide rack (4). 

10. Reinsert and tighter the rear stop bolt hardware (5). 
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11. Position the slide rack (1) to the full in position before attempting to insert the inner tray. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

12. With assistance insert and guide the left and right tray bearings (2) into the internal tracks (3) of 
the slide rack (1). 

13. Insert and tighten the stop bolt hardware (5). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
END OF WORK PACKAGE

5 

2 

3 

1 



   0029 00 

0029 00-1 
 

FPU SYSTEMS OPERATION MANUAL 
 (INCLUDING REPAIR PARTS & ACCESSORIES) 

FOR 
STANDARD AND SPECIALIZED FPU MODULES 

BOH FPU Field Pack-up Units 
 

FPU BULK STORAGE/SHIPPING MODULE 
Remove Replace Bearings 

 
INITIAL SETUP: 
Materiel/Parts References 
Bearing kit                                                                                      Chapter 5 WP 0028 steps 1 - 13 
Personnel Required Equipment Condition 
Two Operational 
Tools 
 ¾” Open End, 1/2 Ratchet, ¾” Socket Wrench, 1 1/8” open end and 3/8” Allen Wrench 
 

Note 
The drawer slide assembly and drawer latches need not be removed during this operation. 

 
1. Remove the shelf (See steps 1 thru 13 pages 0028 00  
2. Skip (Step 2 page 0028 00-6). 
3. When the shelf tray and slide rack have been removed, remove the retaining nut (1) with the 1 

1/8” open end wrench. 
4. Replace the bearings and washers (2) and replace and tighten the retaining nut (1).  
5. Use a 1 1/8” open end wrench and retain the bearing with a 3/8” Allen wrench (3). 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note 
It is recommended that all bearings be replaced during this operation to maintain uniformity. 

 
6. Skip (Step 7 and 8 page 0028 00-5).  
7. Reinstall the slide rack (Step 9 - 10 page 0028 00-5).  
8. Reinstall the tray (Step 11 - 13 page 0028 00-6). 

 
END OF WORK PACKAGE
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FPU SYSTEMS OPERATION MANUAL 
 (INCLUDING REPAIR PARTS & ACCESSORIES) 

FOR 
STANDARD AND SPECIALIZED FPU MODULES 

BOH FPU Field Pack-up Units 
 

FPU BULK STORAGE/SHIPPING MODULE 
Install 8” Bin Adapter Kit 

 
INITIAL SETUP: 
Materiel/Parts References 
8” Adapter Kit                                                                                  Chapter 2 WP 0010 
Personnel Required Equipment Condition 
Two Setup  
Tools 
 5/16” Open End, 3/8 Ratchet, 3” Extension and 5/16” Socket Wrench  
 

1. Pull out the shelf (1) to the full out position and engage the latch (2) to prevent roll back.   
2. With assistance place the 8” bin adapter (3) inside the tray (4). 
3. Insert the top and bottom connector clips (5) in the slots in all four corners. 
4. Insert the bolts and tighten the self locking nuts (6) with the 5/16 wrenches. 

 
 
 
 

    WARNING 

This operation requires two personnel. Ensure that the shelf (1) is in the full out position and both 
latches (2) are engaged to prevent movement. Failure to acquire assistance may result in injury. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
END OF WORK PACKAGE

2 

1 3 

5 
5 3 

4 
4 

6 

6 



 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

This page was intentionally left blank 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



   0031 00 
 

0031 00-1 
 

FPU SYSTEMS OPERATION MANUAL 
 (INCLUDING REPAIR PARTS & ACCESSORIES) 

FOR 
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FPU TRICON Adapter 
INSPECT REPLACE REPAIR 

 
 
INITIAL SETUP: 
Materiel/Parts References 
                                                                                                        Chapter 2 WP 0011 
Personnel Required Equipment Condition 
Two FPU Adapter Operation Checks 
Tools  
¾” open end/box end wrench, ratchet and ¾” socket, 3” extension, putty knife, contact cement 
 
INSPECT 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. Check for missing or loose hardware, tighten with ¾” wrench. 
2. Check for cracks in weld, bent or damaged brackets. 
3. Check lock arm for free movement. 
4. Check for missing or damaged Module Pads. 
5. Check Lock handle for damage. 

 
REPLACE 

 
1. Replace missing hardware, tighten with ¾” wrench. 
2. Replace damaged module pads 
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REPAIR 
 

1. Remove the cotter pin (1) and replace damaged lock handle (2). 
2. Remove damaged module pads with a putty knife and contact cement it in place. 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Repairs Requiring Welding 
 
Welding repairs are only required when the FPU SYSTEM container is pierced, punctured, or cracked.  
Standard welding principles and materials apply to FPU SYSTEM repairs.  Welding procedures will not be 
discussed in this tech manual.  Refer to TM 9-237, Chapter 6. 

 
END OF WORK PACKAGE 
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